TRACER WIRE TO EXTEND OUTSIDE
OF VALVE BOX, BEND ENDS OVER
LIP OF VALVE BOX BEFORE
INSTALLING LID
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NOTES:

1. PROVIDE TRACER WIRE ON ALL NON—FERROUS
PIPELINES.

2 TRACER WIRE NOT REQUIRED ONFIRE
HYDRANT ISOLATOR VALVES

12 GA., "COPPERHEAD SUPER FLEX"
TRACER WIRE (OR APPROVED EQUAL)

11/2” POLYETHYLENE TAPE
WRAPPED AROUND TWICE
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NOTE:
1. WIRE COLOR REQUIRED
TRACER WIRE AT VALVES I WRE COLOR ¢
_ e WATER-BLUE
DETAIL W5—15 « RECLAIMED WATER—PURPLE OR
GREEN WITH PURPLE STRIPE
SIPHON BREAK
NOTE:
HOSE BIB SHALL ACCOMMODATE = LOCKING DEVICE
STANDARD 3/4” GARDEN HOSE. NE
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= TOP OF SLAB

1'x1" MIN PAVER IF
LOCATED IN GRASS AREA

1 CF # 57
WASHED STONE

24" %
MIN. BURY , ;.

LOCKABLE YARD HYDRANT
DE TAIL WS—14

APPROVED
BACKFLOW,
AS REQUIRED

METER

PIPE 0.D. PLUS 6".

1/2" STEEL ANCHOR
BOLT WITH 4"

PIPE SIZE AS SHOWN ON PLANS.
3/8" x 2" STAINLESS STEEL
STRAP WITH 2-1/2" LEG VARIES

PROVIDE CUSHIONING INSULATOR BETWEEN
PIPE & STEEL STRAP AND BETWEEN PIPE
& CONCRETE CRADLE

;hCRADLE FORMED TO FIT @) ;
BOTTOM THIRD OF PIPE -

1/2" STAINLESS STEEL
ANCHOR BOLTS

/ Revisions \

1.1 - DATED 7/12/2013
Modified WS-16

COUNTY OF BRUNSWICK

FOR
NORTH CAROLINA

GENERAL WATER & SEWER DETAILS
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o —CONCRETE SHALL BE 3,000 P.S.l. MIN.
APPROX. GRADE e L 3/8" x 2" STAINLESS
= S T STEEL STRAP WITH 2-1/2" LEG
NEI=115 3/8" x 2" STAINLESS STEEL
el RESTRAINED JOINT S4R APX WITH 2-1/2" LEG
J ‘ |l DUCTILE IRON PIPE PLAN VIEW
" | T
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VARIABLE —+— i
- - 1
1/2" ANCHOR BOLT WITH P y_g \
END VIEW 4" PROJECTION AND NUT — - RESTRAINED JOINT
NOTES: - WITHIN 2—-FT OF PIER
H ”
1) PIERS OVER 3'-0" IN HEIGHT TO BE A ) A
REINFORCED. -9 . 4 — 4 BARS
2) SET PIPE BOTTOM A MINIMUM OF 2’ ABOVE THE CONCRETE PIER VERT. (BENT)
25 YEAR WATER SURFACE ELEVATION. N%
3) CAST—IN—PLACE CONCRETE SHALL : ===
BE FIELD TESTED. BT T io‘z' b /
4) AT A MINIMUM, ONE PIER MUST BE INSTALLED :,gﬁgfmﬁl' 3 SIS JT]”_Hl_I: Fl_
EVERY 20—FT OR AS DIRECTED BY THE ENGINEER. = %ﬂ = - |l
5) ENGINEER SHALL VERIFY FOUNDATION REQUIREMENTS, T I = | )
REBAR SIZE, AND ALL OTHER DIMENSIONS. - RN #3 BARS @127 0.C.
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SIDE VIEW SECTION "A—A"
SET COLLAR 1"
ABOVE FINISHED
GRADE
TOP OF VALVE BOX
LEVEL W/COLLAR
TO 1 1/2" RECESS.
10”
|~
NON—=TRAFFIC NOT REQUIRED IN
A A FINISHED GRADE / PAVED SECTIONS
4 .
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VALVE BOX
4
24" DIA.
] —
PLAN SECTION A—A

PRECAST CONCRETE VALVE BOX COLLAR
DE TAIL WS—16
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